U-2006 HIDROLIK DENIZ SANZIMANI

U -2006 Hidrolik Deniz Sanzimani 600 HP(441,6 KW) ile 1000 HP(736 KW) arasindaki motorlara
akuple edilir. U-2006 tip sanzimanda ileri kumanday 'devamli geri' olarak , geri kumanday da

' devamli ileri ' olarak kullanabilirsiniz. Sanzimanda higbir anzaya neden olmaz.

Sanziman secimi yapilirken motor glictine, rediiksiyon oranina ve teknenin yukld agirhigina
bakilmalidir. Ayrica agsagidakilere de dikkat edilmelidir ;

Eger U-2006 agir hizmette kullanilacak ise en fazla 600 HP(441,6 KW) |
Orta hizmette kullanilacak ise en fazla 800 HP (588.8 KW);.
Hafif hizmette kullanilacak ise en fazla 1000 HP (736 KW} motora baglanmali.

DIKKAT:
1- En az 3-5 saniye ge¢cmeden ¢abuk ¢abuk ileri-geri yapmayiniz.
2- Kumanda kolu tam oturmazsa basing saati , basinci diisiik gosterir. Bundan dolayi

sanziman kacgirarak galigir. YAG CESITLERI / OIL KINDS
TEKNIK OZELLIKLER : FIRMAIFIRM | 15032 IS046
Aﬂlrllk - 770 kg BP Energol HLP32 Ell’.rEDl HLP45
A , MoBIL DIE 24 DTE 25
R:eduiﬁslycn oranlan : 2,5/1 - 3/1 - 3,46/1 - 4,02/1- 4,48/1 - 31 | a0 o0 O FiD32 | RANDO OL D6
Hidrolik galigma basinci : 25 - 30 Atm. SHELL TELLUS 32 TELLUS 46
Yaglama : 24 Lt SAE 20W

U-2006 HYDRAULIC MARITIME TRANSMISSION MECHANISM

U-2006 Hydraulic Maritime Transmission can be couple for all engines from 600 HP (441,6 KW) to
1000 HP (736 KW). In U-2006 transmission, you may use its forward command as "continuous
reverse motion” and its reverse command as "continuous forward”. These do not cause any
breakdowns in transmission mechanism. While you are choosing transmission mechanism, you have
to know engine's power, reduction rate and the boats loaded weight. And also you have to pay
attention to these ;

If U-2006 is going to use for heavy duty boats, it must couple 600 HP(441,6 KW) ;
for medium duty boats, it must couple 800 HP (588,8 KW)..
for light duty boats, it must couple 1000 HP (736 KW) engine’s.

Attention :

1- Do not move forward or backward until 3-5 seconds passes.

2- If hydraulic lever does not place correctly, the pressure-gauge can will show low
pressure. Because of this transmission mechanism can ooze while working.

TECHNICAL SPECIFICATIONS :

Weight : 770 kgs

Reduction rates : 2,5/1 - 3/1 - 3,46/1 - 4,02/1- 4,48/1 - 5/1
Hydraulic Working Pressure : 25 - 30 Atm.

Lubricating : 24 Lt.

PRENSES TULAY ORUC TEKNESINDE U-2006 3/1 UYGAR SANZIMAN KULLANILMISTIR.







